











SUBJECT: STEERING COLUMN POWER TILT AND TELESCOPE MODULE REPLACEMENT

SERVICE PROCEDURE #2. STEERING COLUMN TILT AND TELESCOPE SWITCH REMOVAL

| % NOTE

This procedure is only applicable to vehicles produced from April 25, 2008 through
November 14, 2009. If vehicle is produced after November 14, 2009, skip to Service
Procedure #3.

Vehicles built before November 15, 2009 have tilt and telescope travel limit
switches. The new tilt & telescope unit does not use these inputs and it is required
to remove them according to the procedure below.

T Remove the steering column lower shroud
(B) by loosening the mounting screws (A).

2. Cut the tilt switch wiring from the switch end
part (C) to the band cable (D) as shown in
the photo.
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SUBJECT: STEERING COLUMN POWER TILT AND TELESCOPE MODULE REPLACEMENT

3. Cut the telescope switch wiring from the
switch end part (E) to the end part (F) of the
motor connector as shown in the photo.

* NOTE

Cut the wiring as close as possible to
the band cable or switch.

4. Reinstall all the removed parts in reverse
order of removal.
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SUBJECT: STEERING COLUMN POWER TILT AND TELESCOPE MODULE REPLACEMENT

SERVICE PROCEDURE #3. STEERING COLUMN TILT & TELESCOPE UNIT ADJUSTMENT

2\ CAUTION

Make sure to follow the procedures below in
order.

Push the steering column tilt & telescope switch to
the (D direction and hold it about for 1 second.

2. Push the steering column tilt & telescope switch to
the (2 direction and hold it about for 1 second.

3. Push the steering column tilt & telescope switch to
the @) direction and hold it about for 1 second.

4. Push the steering column tilt & telescope switch to
the @ direction and hold it about for 1 second.

5. Procedure is complete.
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